
Dataloggers2

Tel  01225 850 020    Å   Fax  01225 850 029  

3Dataloggers

email  sales@auc.co.uk   Å   website  www.sciencescope.co.uk

SPECIFICATION ML GL
• Graphical multi functional LCD display
• Bluetooth® Wireless communications to PC
• Communications to PC
• Multi-functional LCD display
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-

• User buttons 3 5 (+3 sensor select)

• 8 file memory V V

• Communications to PC USB USB 

• Inputs for Logbook/Philip Harris compatible sensors 2 4

• Auto-recognition for all compatible sensors V V

• Light sensor (inbuilt) 0 -110,000 Lux -1 to 6lgLx

• Sound sensor (inbuilt) 50 -110 dB 50 -110 dB

• Temperature sensor (inbuilt) 0 - 45 oC 0 - 45 oC

• Temperature probe supplied (over-rides inbuilt sensor) -20 oC - +120oC -

• 9V PP3 battery V -

• 9V PP3 rechargeable NiMH battery - V

• Mains adaptor V -

• Mains adaptor automatic fast charger - V

• USB powered when connected to a PC - V

• Lockable files to prevent accidental deletion V V

• Time and Date function V V

Remote Mode
• Maximum data points: 500/4 channels up to 47 days V V

• Recording modes:  Auto and Snapshot V V(+Roll) 

PC Connected Mode
• Datadisc Pt software facilities V V

• Minimum recording interval 61μs 61μs

• Triggered recording V V

• Auto - time recording V V

• Sensor - auto recording V V

• Fast recording V V

• Snapshot recording V V

S1796Logbook Wireless Adapter
(A Logbook Wireless Adapter is required to enable 
your computer to use Bluetooth® communication with 
the GL)

S1205

S1815Gratnells tray for 5 loggers

Gratnells tray for 1 logger

Product Code

S1313

Logbook ML S1315

CodeProduct 

S1305Datadisc Master Licence 
(purchased with a datalogger)

Logbook GL

For prices please see the 
current price list, view our 
website or call our sales team 
for assistance. 

S1314Logbook GL Wireless


